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EXISTING R.O.W.

/ SECTION LINE

¢ SURVEY AND,

CONSTRUCTION

EXISTING R.O.W.

KEY LEGEND
() HOT-MIX ASPHALT PAVEMENT (FULL—DEPTH), 10"

(® SUB-BASE GRANULAR MATERIAL, TYPE A 127

1

LANS_2007y

]
ILES AVENUE — #—| ANE SECTION

STATION 488+ 4

p.60 TO 491+90

VARIES

SLOPE VARIES SEE CROSS SECTIONS

**+ EXISTING /PROPOSED ROW

\\~\v_~_\_f_“_f__‘_____

ILES AVENUE ~— TYPICAL ENTRANCE DETAIL

1. SIDEWALK THROUGH ENTRANCES SHALL BE PAID FOR PER SQUARE FOOT AS
PORTLAND CEMENT CONCRETE SIDEWALK 4 INCH, IN ACCORDANCE WITH SECTION
424 OF THE STANDARD SPECIFICATIONS.

2. SLOPE OF SIDEWALK ACROSS DRIVEWAYS SHALL BE AS SHOWN IN THE CROSS
SECTIONS (1/4”/FOOT MAXIMUM).

3. EXPANSION JOINT MATERIAL BETWEEN P.C.C. SIDEWALK AND P.C.C. DRIVEWAY
PAVEMENT SHALL BE PLACED IN ACCORDANCE WITH ARTICLE 424.07 OF THE
STANDARD SPECIFICATIONS. (COST INCLUDED IN P.C.C. SIDEWALK)

4. SEE DRIVEWAY SCHEDULE (SHEET 7) FOR LOCATIONS

** SIDEWALK THROUGH ENTRANCES SHALL BE
PAID FOR PER SQUARE FOOT AS PORTLAND

CEMENT CONCRETE SIDEWALK 4 INCH, AS
SPECIFIED IN SECTION 424 OF THE STANDARD

SPECIFICATIONS.

*¥% DRIVEWAYS AT STATIONS 478+43.38 AND
485+92.21 SHALL BE CONSTRUCTED FROM THE

® COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.18
@ PORTLAND CEMENT CONCRETE SIDEWALK 4 INCH
R [
VARIES
SEE HLANS
_ _ROWLNE 1 — — —.
| )
PAC DRIVEWAY PAVT 6 4o
0l33
nZ 7
GROOVE € OF DRIVEWAY AS WS
SPECIFIED IN ARTICLE 424.06 OF LS
THE STANDARD SPECIFICATIONS HIES
i MATCH DRIVEWAY THICKNESS [ £ w
| | ©
PC CONC SIDEWALK 4 CONSTRUCTION JOINT PC CONC SIDEWALK 4 =
CONSTRUCTION JOINT | \ o -
1" STUB (TYP EACH SIDE) P PCC D Y =
7 PAJT 6
——
TITTL T U ITTIT
s . A\
" 1=
DEPRESS CURB IN 12 O A \_ 3 — #4 X 5° DEFORMED BARS (TYP) BOTH SIDES.
(TYP EACH SIDE) (COST INCLUDED IN PCC DRIVEWAY PAVT 6)
MIN 12.0"
7.5 TYP PRIVATE DRIVE (P.E.) 7.5 TYP
3/4” EXPANSION JOINT MATERIAL (COST
INCIDENTAL TO PCC DRIVEWAY PAVT 6
DEPRESS COMB CC&G TB6.18 THRU ENTRANCE )

EXISTING EASEMENT TO SLOPE TOWARDS THE
PAVEMENT AS SHOWN ON THE CROSS SECTIONS
OR AS DIRECTED BY THE ENGINEER.

PORTLAND CEMENT CONCRETE
DRIVEWAY PAVEMENT, 6 INCH

COMBINATION CONCRETE CURB AND GUTTER, TYPE
B—6.18 — DEPRESSED CURB ACROSS DRIVEWAY AS
PER STANDARD NO. 606001

—SECTION A-—-A

50.0' 30.0°
, ; } 40
VARES | 40 | VARIES | 50 j20 BIkE
——— = LANE | 22.0° TYP 22.0' TYP
PROFILE
— e / GRADE LINE <&
14/ FT yEFT T e e e e yELFT
SEE STA CROSS SECTIONS
FOR SPECIAL DITCH AND VARIATIONS
1.0° TYP
1/4" / FT SLOPE TO DRAIN —! ©)} @

FAU. TOTAL | SHEET
ROUTE SECTION COUNTY | ieTs | o,
8047 | 96-00379-00-PV| SANG | 66 5

FED. ROAD DIST. NO. |

ILLINOIS [FED. AID PROJECT

HOT~MIX ASPHALT PAVEMENT
(FULL—DEPTH), 10"

12" 12"

TOP OF GUTTER

10"

* s .
o) ~ «

VALL PE GUTT TION
SCALE : 1" = 1

(* DEPRESSED CURB THROUGH HANDICAPPED RAMPS)

VALLEY TYPE GUTTER SHALL BE PAID FOR PER
LINEAL FOOT AS CONCRETE GUTTER.

© EDGE OF PAVEMENT
o /

NO. DATE. REVISION
BT, =
TYPICAL SECTIONS AND
DETAILS

PROJECT

ILES AVENUE

é MARTIN ENGINEERING COMPANY

uf fitinofs

CONSULTING ENGINEERS/LAND SURVEYORS
ALLINOIS PROFESSIONAL DESIGN FIRM NO, 184-002843)
3223 . MEADOWBROOK RD., SPRINGFIELD, LLINOIS 62711
Phone : (217) 698-8900, Fax : (217) 698-8922, E-Mail: mecmail@martinengineeringco.com
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